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Test Result(s): 

1. Bulk 

Sample 

No. 

Sample 

Description 
Tested Items 

XRF  

Screening Test 

Chemical Test 

(mg/kg) 
Conclusion 

1 

White paper 

sheet of 

double-sided 

adhesive 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

2 

Gray colloid of 

double-sided 

adhesive 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

3 

Red lettering 

of 

double-sided 

adhesive 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

4 
White plastic 

bolt 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

5 
Rice white 

plastic bolt 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

6 
Black plastic 

shell 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

7 
White label 

paper 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 
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8 

White paper 

sheet of white 

label paper 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

9 
Silvery metal 

screw 1 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) IN Negative 

Br(PBBs&PBDEs) / / 

10 Metal screw 2 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) / / 

11 Metal screw 3 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) / / 

12 Metal screw 4 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) / / 

13 Metal screw 5 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) IN Negative 

Br(PBBs&PBDEs) / / 

14 Metal screw 6 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) IN Negative 

Br(PBBs&PBDEs) / / 
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2. Shell 

Sample 

No. 

Sample 

Description 
Tested Items 

XRF  

Screening Test 

Chemical Test 

(mg/kg) 
Conclusion 

15 
Black plastic 

shell 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

16 

Silvery metal 

contact sheet 

of black 

plastic shell 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) / / 

17 

Black plastic 

sheet of black 

plastic shell 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) IN N.D. 

Br(PBBs&PBDEs) BL / 

18 

Black foam of 

black plastic 

shell 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

19 

Transparent 

plastic of 

black plastic 

shell 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

20 
Silvery metal 

screw 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) / / 
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3. PCB 

Sample 

No. 

Sample 

Description 
Tested Items 

XRF  

Screening Test 

Chemical Test 

(mg/kg) 
Conclusion 

21  PCB 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) IN N.D. 

22 Red spring 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) / / 

23 
 Crystal 

oscillator 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) / / 

24 

Metal shell of 

infrared 

sensor 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) / / 

25 

Metal pin of 

infrared 

sensor 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) / / 

26 

Plastic lens of 

infrared 

sensor 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 
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27 
Silvery metal 

wire 

Pb IN 31 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) / / 

28 

Core of wire 

of white wire 

jacket 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) / / 

29 

Tin solder of 

white wire 

jacket 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) / / 

30 

Silvery metal 

shell of 

contact switch 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) IN Negative 

Br(PBBs&PBDEs) / / 

31 

Silvery metal 

shrapnel of 

contact switch 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) / / 

32 
Metal pin of 

contact switch 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) / / 

33 

Black plastic 

of contact 

switch 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

34 

Black plastic 

button of 

contact switch 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 
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35 

Silvery metal 

shell of slider 

switch 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) IN Negative 

Br(PBBs&PBDEs) / / 

36 

Black plastic 

slide block of 

slider switch 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

37 

Metal contact 

sheet of slider 

switch 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) / / 

38 
Metal pin of 

slider switch 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) / / 

39 Chip 1 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

40 Chip 2 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

41 SMD resistor 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

42 
SMD 

capacitor 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 
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43 SMD diode 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

44 SMD audion 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

45 
White label 

paper 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

46 SMD PCB 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

47 
SMD resistor 

of SMD PCB 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

48 

SMD 

capacitor of 

SMD PCB 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

49 
SMD inductor 

of SMD PCB 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) / / 

50 
Chip 1 of 

SMD PCB 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 
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51 

Crystal 

oscillator of 

SMD PCB 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) / / 

 

4. Battery 

Sample 

No. 

Sample 

Description 
Tested Items 

XRF  

Screening Test 

Chemical Test 

(mg/kg) 
Conclusion 

52 
Yellow plastic 

jacket 

Pb BL / 

PASS 

Cd BL / 

Hg BL / 

Cr(Cr(Ⅵ) ) BL / 

Br(PBBs&PBDEs) BL / 

 

 

Note: -N.D. = Not Detected (<MDL)  

-MDL = Method Detection Limit 

 -mg/kg = ppm = parts per million 

-/=Not Regulated or Not Applicable 

 -BL = Under the XRF screening limit 

-IN = Further chemical test will be conducted when the screening result inconclusive 

 -OL = Further chemical test will be conducted while the result is above the screening 

limit. 

-Negative = Absence of Cr(VI) , the detected Cr(VI) concentration in the boiling water 

extraction solution is less than 0.10 μg/cm2 with 50cm2 sample surface area used. 

-Positive = Presence of Cr(VI), the detected Cr(VI) concentration in the boiling water 

extraction solution is equal to or greater than 0.13 μg/cm2 with 50cm2 sample surface 

area used. 

Remark: 1.The screening results are only used for reference. 

 2.When conducting the test for PBBs&PBDEs, XRF was introduced to screen Br 

Exclusively; When conducting the test for Hexavalent Chromium, XRF was introduced 

to screen Chromium exclusively. 
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The Battery (Test result) 

Test Items 
Sample concentration (mg/kg) 

MDL (mg/kg)
Standard 

requiement,mg/kg 1 

Lead(Pb) 17 2 ＜40* 

Cadmium(Cd) N.D. 2 ＜20 

Mercury(Hg) N.D. 2 ＜5 

Result (P/F) P 

 

 Sample Description: 

1: Battery  

 

 Note: -N.D. = (Not Detected) (<MDL)  

-MDL = (Method Detection Limit) 

 -mg/kg = ppm = 0.0001% 

-/= Not Regulated or Not Applicable 

-P=Pass  

-F=Fail  

Remark: According to EU Directive 2006/66/EC and amendment 2013/56/EU 

 1. Without prejudice to directive 2000/53/EC, Member States shall prohibit the placing 

on the market of: 

 (a)all batteries or accumulators, whether or not incorporated into appliances, that 

contain more than 0.0005% of mercury by weight. 

 (b)protable batteries or accumulators, including those incorporated into appliances, 

that contain more than 0.002% of cadmium by weight. 

  

 2. The prohibition set out in paragraph 1(b) shall not apply to protable batteries and 

accumulators intended for use in: 

   (a)emergency and alarm systems, including emergency lighting; or 

   (b)medical equipment. 

  

 3. Batteries, accumulators and button cells containing more than 0.004% of lead, shall 

be marked with the chemical symbol for the metal concerned: Pb. 
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Test Method: 

1.Screening test by XRF spectroscopy 

XRF screening limits in mg/kg for regulated elements according to IEC 62321-3-1:2013 

Element 
Limit of IEC 62321-3-1:2013 (unit:mg/kg) MDL 

Polymers and metals Composite material Polymers Other material

Pb 
BL≤(700-3σ) <X 

<(1300+3σ)≤OL 

BL≤(500-3σ)<X 

<(1500+3σ)≤OL 
10 mg/kg 50 mg/kg 

Cd 
BL≤(70-3σ)<X <(130+3σ) 

≤OL 
LOD <X<(150+3σ)≤OL 10 mg/kg 50 mg/kg 

Hg 
BL≤(700-3σ)<X 

<(1300+3σ)≤OL 

BL≤(500-3σ)<X 

<(1500+3σ)≤OL 
10 mg/kg 50 mg/kg 

Cr BL≤(700-3σ)< X BL≤(500-3σ)< X 10 mg/kg 50 mg/kg 

Br BL≤(300-3σ)< X BL≤(250-3σ)< X 10 mg/kg 50 mg/kg 

Note: -BL = Under the XRF screening limit 

-OL = Further chemical test will be conducted while result is above the screening limit. 

-X= The symbol “X” marks the region where further investigation is necessary. 

-3σ= The reproducibility of analytical instruments 

-LOD= Detection limit 

 

2.Chemical Test 

Test item Pretreatment method 
Test 

instrument 
MDL Limit 

Lead(Pb) IEC 62321-5:2013 Ed.1.0 ICP-OES 2 mg/kg 1000 mg/kg

Cadmium(Cd) IEC 62321-5:2013 Ed.1.0 ICP-OES 2 mg/kg 100 mg/kg 

Mercury(Hg) IEC 62321-4:2013 Ed.1.0 ICP-OES 2 mg/kg 1000 mg/kg

Chromium VI 

(Cr VI) 

IEC 62321:2008 Ed.1.0 &  

IEC 62321-7-1:2015 Ed.1.0 
UV-Vis 2 mg/kg 1000 mg/kg

PBBs/ PBDEs IEC 62321-6:2015 Ed.1.0 GC-MS 5 mg/kg 1000 mg/kg
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Test Flow: 

1. Lead(Pb), Cadmium(Cd) 

  

 

 

 

 
 
2. Mercury (Hg) 

  

 

 

 

 

 

3. Chromium VI(Cr VI) 

 

 

 

 

 

4. PBBs/ PBDEs 

 

 

 

 

 

 

 

Weighing sample  
Using organic 

solvent extraction 

Concentrated  

extract 

Transfer extraction solution to 

the volumetric flask inside 

Using organic 

solvent constant 
Tested by GC-MS 

Weighing sample in taper 

bottle 

Add the digestion 

solution 

90-95℃ 

heating 3 hours 

Cooling, 

Filter 

Adjustment 

solution PH 

Add test 

solution 

Adjustment 

solution PH 

DI water constant 

volume 

Tested by 

UV-Vis 

Weighing sample  
Add the digestion 

solution 

Acid digestion with 

microwave/ hotplate 
Filter

solution 

With ashing/soda 

boiling/acid cooking 

method processing DI water 

constant volume

Tested by 

ICP-OES 

Residue

Weighing sample  
Add the digestion 

solution 
Filter 

solution

With ashing/soda 

boiling/acid cooking 

method processing 
DI water 

constant volume

Tested by 

ICP-OES 

Acid digestion with 

microwave 

Residue 
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Sample photo(s)： 

 
Fig.1 

 
Fig.2 
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Fig.3 

 

Fig.4 
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Fig.5 

 

Fig.6 

 

****End of Report**** 

The test report is effective only with both signature and specialized stamp, The result(s) 

shown in this report refer only to the sample(s) tested. Without written approval of NTEK, this 

report can’t be reproduced except in full.  




